Operating Instructions   
LED Work Light with socket

Specifications:
	Item No.
	Rated Power
	Lumen
	Cable
	Dimensions (mm)

	ELFW30BG1-MX
	30W
	2700LM
	1.5m SJTW-16AWG/3C-PVC 
	205*67*277

	Rated Voltage: AC127V~ 60Hz

Electric Shock Protection Class: I
IP Rating: IP54
CRI: >80

Color Temperature: 5000K
Life Time: 25000hours, Warranty: 2years


Electrical Safety & Precautions:

1. Suitable for use with Mains voltage of 127V AC.
2. The luminaire is suitable for indoor and outdoor use. 

When used outdoors, the luminaire must be connected to an IP54 min. power socket to maintain IP54 rating.
3. IP54 rated luminaire is not suitable for submersion or cleaning by pressure sprays.
4. Ensure cable and portable luminaire do not cause a trip or fall hazard

5. Ensure the working environment temperature of the luminaire is not higher than 45℃ to maintain the lifetime. 

6. Ensure good ventilation to aid heat dissipation. 

7. Please clean up the dust on the surface of the luminaire regularly to maintain good heat dissipation performance.
8. Be careful not to wipe the surface with corrosive liquid.
9.  If the external flexible cord is damaged, it must be replaced solely by the manufacturer or his service agent to avoid any hazard. 
